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Semaphore Tactical Field Alarm Controller TA-1000 
 
 
 
Semaphore Tactical Field Alarms provide an easily 
deployable platform on which to build sophisticated ad-hoc 
alarm systems using industry leading indoor and outdoor 
wireless alarm transmitters from Inovonics and Optex. 
 
In as little as 3 minutes, individual nodes can be unpacked 
and on-line, independent of power and routine 
environmental considerations. 
 
 

 

Alarms 

Alarms are collected at the controller and then forwarded to a variety of configurable 
destinations, including: 

·  PSAP/CAD 
·  Text/SMS 

·  Email 
·  Custom Serial  

 

Power 

The Tactical Field Alarm Controller is AC powered with in integrated battery backup, providing 
reliable operation even in the event of power failure. 
 

Connectivity 

Connectivity for alerting is provided by one of several methods: 
·  3G/4G Cellular 
·  WiFi (802.11a/b/g/n & 4.9GHz) 

·  Wired Ethernet (DSL, cable, etc.) 

 

Sensors 

Each Controller is capable of communicating with an unlimited number of sensors and each 
sensor may be individually identified with descriptive location information (e.g.: “3rd floor hallway 
door” or “South driveway beam”, etc.). Sensors are wireless, battery operated devices and both 
digital and analog transmitters are supported, allowing integration to complex environmental 
sensors (temperature, humidity, smoke, radiation, etc.). 
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Technical Specifications – Tactical Field Alarm  
Controller TA-1000 

 
 
 
Enclosure 
 
Characteristics: 
·  Watertight, crushproof, and dust proof 
·  Easy open Double Throw latches 
·  Open cell core with solid wall design - strong, 

light weight 
·  O-ring seal 
·  Automatic Pressure Equalization Valve 
·  Comfortable rubber over-molded handle 
·  Stainless steel hardware and padlock protectors 
 
Available colors:  Black, Silver, Orange, Yellow, OD 
Green, Desert Tan 
 
Exterior Dimensions 
(L x W x D)16.00" x 13.00" x 6.87" 
(40.6 x 33 x 17.4 cm) 
 

Wired Network Interfaces 
 
Ethernet:  
10/100 Fast Ethernet 
 
Power 
 
AC Input:  110 - 240VAC 
AC Frequency:  50-60Hz 
AC Current Max:  6A 
 
Security 
 
Fully supports WEP, WPA, WPA2 and 802.1x TKIP 
(128bit), PSK, AES (256 bit) , TLS and TTLS, SSL 
 

 
802.11 Wireless  
 
Supports 802.11a/b/g/n and 4.9GHz 
 
Modulation:  

OFDM, DSSS, CCK 
per 802.11a/b/g/n standards 

 
3G/4G Wireless 
 
Selected USB Cellular modems supported – specific 
characteristics vary according to provider and modem 
model 
 
Battery 
 
Optional batteries are Sealed Lead-Acid (SLA) 
Type Batteries, 12VDC 
 


